


















SPECIFICATIONS

  Ruggedized Model

  GXD-L52H1
Picture Performance
Panel Panel size (diagonal) 52-inch*

 Resolution (H/V) 1920 x 1080 pixels, Full HD

 Pixel pitch 1/40 x 1/40 inches (0.6 x 0.6 mm)

 Picture size  (H/V) 45 1/2 x 25 5/8 inches (1,152 x 648 mm)

 Panel drive RGB 10 bit

 Contrast ratio 800:1 (typical)

 Brightness 500 cd/m2 (typical)

 Viewing angle** 178° (typical)

 Response Time 9 ms (typical)

 Type a-Si TFT Active Matrix LCD

Acceptable signals  Refer to “Preset Video Signals” and “Preset Computer Signals”

Color system  NTSC, PAL, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate  13.5 to 140 MHz

Input and Output 
REMOTE Network port RJ45 (x1), 10BASE-T/100BASE-TX

AUDIO Audio out Stereo mini jack (x1), 500 mV rms, high impedance

VIDEO S-Video in Mini DIN 4-pin (x1)

  Y: 1.0 Vp-p ±2 dB, sync negative, 75 Ω terminated

  C: 0.286 (NTSC)/0.3 (PAL) Vp-p ±2 dB, sync negative, 75 Ω terminated

 Video in/out BNC (x2), composite video, 1.0 Vp-p ±2 dB, sync negative, 75 Ω,  loop-through (automatic termination)

 Audio in Stereo mini jack (x1), 500 mV rms, high impedance 

HD15 (RGB/COMPONENT) Video in/out D-sub 15-pin (female, x2)

 Audio in Stereo mini jack (x1), 500 mV rms, high impedance

DVI DVI in DVI Specification Rev. 1.0 compliant

 Audio in Stereo mini jack (x1), 500 mV rms, high impedance

HDMI HDMI in HDMI (1,080p)

SPEAKER Speaker out (L/R) Grip connector (x4), 7 W + 7 W, 6Ω

General
Power requirements  AC 100 to 240 V, 50/60 Hz, 4.6 A (maximum)

Power consumption   380 W (typical)/460 W (maximum)

Operating temperature  32 to 95 °F (0 to 35 °C)

Storage temperature   14 to 104 °F (-10 to 40 °C)

Humidity  20 to 90%, no condensation

Dimensions (W/H/D)  Approx. 50 5/8 x 30 1/8 x 6 inches (1,281 x 764 x 152 mm) (excluding protruding parts)

Weight  Approx. 143 lb 5 oz (65 kg)

Supplied Accessories
  AC power cord (1), LAN Cable (1), AC plug holder (2), Cable holder (8), Remote Commander RM-FW002 (1), 

  Size AA (R6) batteries (2), Operating instructions (1)

Regulation Compliance 
  UL1950, CSA No.950 (c-UL), CE LVD (EN60950), FCC Class-B, IC Class-B, VCCI Class-B, 

  CE EMC (EN55022 Class-B, EN55024, EN61000-3-2, EN61000-3-3), C-Tick, IP30

 * Viewable area, measured diagonally.
** Measured at the contrast ratio more than 10:1.
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Dimensions
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*Excluding corner protection covers
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   Slim-bezel Model

  FWD-S47H1  FWD-S42H1
Picture Performance
Panel Panel size (diagonal) 47-inch*  42-inch*

 Resolution (H/V)  1920 x 1080 pixels, Full HD

 Pixel pitch 1/46 x 1/46 inches (0.54 x 0.54 mm)  1/52 x 1/52 inches (0.48 x 0.48 mm)

 Picture size  (H/V) 41 x 23 1/8 inches (1,040 x 585 mm)  36 3/4 x 20 5/8 inches (930 x 523 mm)

 Panel drive  RGB : 8 bit + FRC (Frame Rate Control), color number : 1.06 billion

 Contrast ratio   1000:1 (typical)

 Brightness  700 cd/m2 (typical)

 Viewing angle***  178° (typical)

 Response Time  9 ms (typical)

 Type  a-Si TFT Active Matrix LCD

Acceptable signals   Refer to “Preset Video Signals” and “Preset Computer Signals”

Color system   NTSC, PAL, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate   13.5 to 162 MHz

Input and Output
REMOTE Network port  RJ45 (x1), 10BASE-T/100BASE-TX

AUDIO Audio out  Stereo mini jack (x1), 500 mV rms, high impedance

VIDEO S-Video in  Mini DIN 4-pin (x1)

   Y: 1.0 Vp-p ± 2 dB, sync negative, 75 Ω terminated

   C: 0.286 (NTSC)/0.3 (PAL) Vp-p ± 2 dB, sync negative, 75 Ω terminated

 Video in/out BNC (x2), composite video, 1.0 Vp-p ± 2 dB, sync negative, 75 Ω,  loop-through (automatic termination)

 Audio in  Stereo mini jack (x1), 500 mV rms, high impedance

HD15  Video in/out  D-sub 15-pin (female, x2)

(RGB/COMPONENT) Audio in  Stereo mini jack (x1), 500 mV rms, high impedance

DVI DVI in DVI (x1), DVI Specification Rev. 1.0 compliant/HDMI (available by using a DVI-to-HDMI cable)**

 Audio in  Stereo mini jack (x1), 500 mV rms, high impedance

SPEAKER Speaker out (L/R)  Grip connector (x4), 7W + 7W, 6Ω

General
Power requirements  AC 100 to 240 V, 50/60 Hz, 3.3 A (maximum)  AC 100 to 240 V, 50/60 Hz, 2.9 A (maximum)

Power consumption   240W (typical) / 320W (maximum)  210 W (typical) / 280 (maximum)

Operating temperature   32 to 95 °F (0 to 35 °C)

Storage temperature   14 to 104 °F (-10 to 40 °C)

Humidity   20 to 90%, no condensation

Dimensions (W/H/D)  42 5/8 x 24 3/4 x 5 1/8 inches (1082 x 627 x 129 mm)  38 3/8 x 22 3/8 x 5 inches (973 x 566 x 125 mm)

Weight  Approx. 67 lb 2 oz (30.5 Kg)  Approx. 56 lb 2 oz (25.5 Kg)

Supplied Accessories
  AC power cord (1), AC plug holder (2), Cable holder (9), LAN cable (1), Remote Commander RM-FW002 (1), 

  Size AA (R6) batteries (2), Operating instructions (1)

Regulation Compliance
  UL60950-1, CSA No.60950-1-03 (c-UL), FCC Class B, IC Class B, EN 60950-1 (NEMKO), CE, C-Tick

  * Viewable area, measured diagonally.
 ** Audio signals are not supported.
*** Measured at the contrast ratio more than 10:1.
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   Basic Model

  FWD-40LX2F  FWD-32LX2F
Picture Performance 
Panel Panel size (diagonal) 40-inch*  32-inch*

 Resolution (H/V)  1,366 x 768 pixels, WXGA

 Pixel pitch 1/40 x 1/40 inches (0.6 x 0.6 mm)  1/50 x 1/50 inches (0.5 x 0.5 mm)

 Picture size  (H/V) 34 7/8 x 19 5/8 inches (885 x 498 mm)  27 1/2 x 15 1/2 inches (698 x 392 mm)

 Panel drive  RGB: 8 bit

 Contrast ratio  1300 : 1 (typical)

 Brightness  500 cd/m2 (typical)

 Viewing angle  178° (typical)

 Response Time  8 ms (typical)

 Type  a-Si TFT Active Matrix LCD

Acceptable signals   Refer to “Preset Video Signals” and “Preset Computer Signals”

Color system   NTSC, PAL, SECAM, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate   13.5 to 140 MHz

Input and Output**
AUDIO Common audio in  Stereo mini jack (x1), 500 mV rms, high impedance 

HD15 RGB/Component in  D-sub 15-pin (female, x1)

HDMI 1/HDMI 2 HDMI in  HDMI (x2)/DVI (available by using an HDMI-to-DVI cable)

CONTROL S Control S in/out  Mini jack (x2)

REMOTE RS-232C  D-sub 9-pin (x1)

VIDEO S-Video in  Mini DIN 4-pin (x1)

   Y: 1.0 Vp-p ±2 dB, sync negative, 75 Ω terminated

   C: 0.286 (NTSC)/0.3 (PAL) Vp-p ±2 dB, sync negative, 75 Ω terminated

 S-Video out  Mini DIN 4-pin (x1), loop-through

 Video in  BNC (x1), composite video, 1.0 Vp-p ±2 dB, sync negative, 75 Ω

 Video out  BNC (x1), loop-through

 Audio in (L/R)  Pin jack (x2), 500 mV rms, high impedance

SPEAKER Speaker out (L/R)  Grip connector (x4), 7 W + 7 W, adequate load impedance: 6 to 16 Ω

General
Power requirements  AC 100 to 240 V, 50/60 Hz, 2.3 A  AC 100 to 240 V, 50/60 Hz, 1.3 A

Power consumption   200 W   120 W

Operating temperature   32 to 95 (0 to 35 °C)

Storage temperature    14 to 104 °F (-10 to 40 °C)

Humidity   20 to 90%, no condensation

Dimensions (W/H/D)  39 x 23 3/8 x 5 inches (988 x 591 x 125 mm)  31 3/8 x 19 1/4 x 4 1/4 inches (796 x 486 x 107 mm)

Weight  Approx. 55 lb 2 oz (25.0 kg)  Approx. 35 lb 5 oz (16.0 kg)

Supplied Accessories
  AC power cord (1), AC plug holder (2), Cable holder (4),   AC power cord (1), AC plug holder (2), Cable holder (6), 

  HD15-component cable (1), BNC-RCA adaptor (1),   HD15-component cable (1), BNC-RCA adaptor (1), 

  Remote Commander RM-FW001 (1), Size AA (R6) batteries (2),   Remote Commander RM-FW001 (1), Size AA (R6) batteries (2), 

  Operating instructions (1)  Operating instructions (1)

Regulation Compliance 
  UL60950-1, CSA No.60950-1-03 (c-UL), FCC Class B, IC Class B, EN 60950-1 (NEMKO), CE, C-Tick

  * Viewable area, measured diagonally. 
 ** A BKM-FW10 Video Input Adaptor and a monitor control adaptor are pre-installed in the display’s optional adaptor slots.

SPECIFICATIONS
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   All-in-one Model

  KLH-40X1  KLH-W32
Picture Performance
Panel Panel size (diagonal) 40-inch*  32-inch*

 Resolution (H/V)  1,366 x 768 pixels, WXGA

 Pixel pitch 1/40 x 1/40 inches (0.6 x 0.6 mm)  1/32 x 1/32 inches (0.51 x 0.51 mm)

 Picture size  (H/V) 34 7/8 x 19 5/8 inches (885 x 498 mm)  27 1/2 x 15 1/2 inches (698 x 392 mm)

 Panel drive RGB 8 bit  RGB 8 bit

 Contrast ratio   1300:1 (typical)

 Brightness  500 cd/m2  (typical)

 Viewing angle**  178° (typical)

 Response Time  8 ms (typical)

 Type  a-Si TFT Active Matrix LCD

Acceptable signals   Refer to “Preset Video Signals” and “Preset Computer Signals”

Color system   NTSC, PAL, SECAM, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate   13.5 to 140 MHz

Input and Output
AUDIO Common audio in  Stereo mini jack (x1), 500 mV rms, high impedance

HD15 RGB/Component in  D-sub 15-pin (female, x1)

HDMI 1/HDMI 2 HDMI in  HDMI (x2)/DVI (available by using an HDMI-to-DVI cable)

VIDEO S-Video in Mini DIN 4-pin (x1)

  Y: 1.0 Vp-p ±2 dB, sync negative, 75 Ω terminated

  C: 0.286 (NTSC)/ 0.3 (PAL) Vp-p ±2 dB, sync negative, 75 Ω terminated

 Video in RCA pin jack (x1), composite video, 1.0 Vp-p ±2 dB, sync negative, 75 Ω

 Audio in (L/R) Pin jack (x2), 500 mV rms, high impedance

REMOTE RS-232C D-sub 9-pin (x1)

CONTROL S Control S out Mini jack (x1)

Speaker
Speaker output Built-in speaker Stereo Model, 10 W + 10 W, adequate load impedance: 8 to 16 Ω  10 W + 10 W, adequate load impedance: 6 to 16 Ω

General
Power requirements  AC 90 to 264 V, 50/60 Hz, 2.3 A  AC 100 to 240 V, 50/60 Hz, 1.3 A

Power consumption   220 W   120 W

Operating temperature   32 to 95 °F (0 to 35 °C)

Storage temperature  -4 to 140 °F (-20 to 60 °C)  14 to 104 °F (-10 to 40 °C)

Humidity   20 to 90%, no condensation

Dimensions (W/H/D)  39 x 27 x 10 5/8 inches (989 x 685 x 270 mm)   31 1/2  x 22 7/8 x 8 3/4 inches (798 x 581 x 220 mm) 

  (excluding protruding parts)  (excluding protruding parts)

Weight  Approx. 61 lb 12 oz (28.0 kg)  Approx. 36l b 10oz (16.6 kg)

Supplied Accessories
  AC power cord (1), Cable holder (1), HD15-component cable,   AC power cord (1), Cable holder (1), Remote Commander RM-YA004 (1), 

  Remote Commander RM-FW001 (1), Size AA (R6) batteries (2),   Size AA (R02) batteries (2), Operating instructions (1)

  Operating instructions (1)

Regulation Compliance
  UL60950-1, CSA No.60950-1-03 (c-UL), FCC Class B, IC Class B, EN 60950-1 (NEMKO), CE, C-Tick

 * Viewable area, measured diagonally.
** Measured at the contrast ratio more than 10:1.
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